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Serial Number Identification

The serial number tag is located on the top flange of the unit frame just left of the 
control panel and in the upper right corner of the electrical control panel.

Ordering Replacement Parts

Prompt service can be rendered on replacement part orders if the following information 
is given:

1. The serial number must be given when ordering replacement parts.  Part 
numbers should be verified per the bill of materials associated with the serial 
number to ensure that correct replacement parts are ordered.

2. State the exact part number needed.  Do not order by index numbers, as 
index numbers are repeated throughout this manual and if used for ordering 
parts will necessitate time consuming correspondence.

3. State the exact quantity needed.

4. State the preferred type of transportation.

All replacement parts are to be ordered through an authorized distributor.  Insist on 
Genuine Quincy Parts only!  Failure to do so may void your warranty.
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Fluid Specifications

Quincy Compressor® recommends that all Quincy Rotary Screw Products be filled with 
one of the following QuinSyn® Brand synthetic fluids:

	 HQuinSyn PG™H	 HQuinSyn F® (food grade)H

	 HQuinSyn Plus™H	 HQuinSyn XP®H

Synthetic fluids other than QuinSyn brand(s) may not be compatible with components 
used in Quincy Compressor products.  If it is deemed necessary to convert a Quincy 
compressor or vacuum pump to a synthetic other than QuinSyn brand, please contact an 
authorized Quincy Compressor distributor.  To locate your nearest distributor, contact 
Sales & Marketing in Quincy, Illinois:
Phone 217-222-7700, FAX 217-222-4138 or visit our website:
http://www.quincycompressor.com.

The following information will be required by the distributor when changing compressor 
fluid:

Model (circle configuration): ______________________________________________________________________

Serial no. _____________________________________   fluid originally uSed: ____________________________

fluid now uSed (if changed): _____________________  new fluid to Be uSed: ____________________________

Additional information regarding fluid specifications can be found in the Instruction 
Manual shipped with your unit.

•  Fluid Analysis Kit

Quincy Compressor offers free fluid analysis to provide early detection of excessive parts 
wear, fluid breakdown, or a contaminated fluid system.  Order the Fluid Analysis Kit (part 
no. 128515) from your local authorized Quincy Compressor distributor.

•  Fluid Requirements

 Air-cooled  - 6.60 gallons
 Water-cooled - 7.70 gallons

 horSepower   cooling    pSi
QSF  50 60   A/C  W/C 100 125 150
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	 		1	 140517	 shaft	seal	kit
	 		1	 23458-4	 air	filter	element
	 		1	 122880-232	 temperature	switch	(230°f)
	 		1	 143754	 temperature	probe-high	vibration
	 		1	 129732-051	 line	filter	kit	(includes bowl seal, filter element, gasket)
	 		1	 146175-100	 differential	pilot	valve	kit	
	 	 	 (includes diaphragm assembly & seat)
	 		1	 124487-021	 air/fluid	separator
	 		1	 128691-051	 minimum	pressure	check	valve	kit
	 		1	 128381-050	 fluid	filter	element
	 		2	 144046-005	 Quinsyn	plus	fluid	(5 gallon container)
	 		2	 143808-005	 Quinsyn	pg	fluid	(5 gallon container)
	 		2	 142784-005	 Quinsyn	Xp	fluid	(5 gallon container)
	 		2	 110756-005	 Quinsyn	f	fluid	(5 gallon container)
	 		1	 128515-3	 fluid	analysis	kit	(contains 3 individual sample kits)

Warning

guards must be fastened in place before 
starting the machine and never removed 
before disconnecting and locking out the 
main power supply.

Danger

air in the piping from this equipment will cause 
severe injury or death if used for breathing 
air or food processing (if non-food grade 
fluid is used).  air used for these processes 
must meet osha 29cfr1910.134 or fda 
21cfr178.3570 standards.

recommended	spare	parts

	 Qty.	 Part	Number	 DescriPtioN

updated	temperature	switch	p/n.	(05/04/07)
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Airend - 143462-***

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   * 143033 ROTOR hOuSING
  2   * 141924 GeAR hOuSING
  3   1 143461 MOTOR ADAPTeR
  4   * 142086 MAle ROTOR-127 MM
  5   * 142087 FeMAle ROTOR-127 MM
  6   1 141977 DISChARGe eND CAP
  7   1 141936 SeAl ADAPTeR
  8   * 142100-202 GeARS-MATCheD SeT
  9   1 128883-031 PIPe PluG-5/16-24 (o-ring)
 10   2 125567 DISChARGe eND CAP
 11   2 22749-151 vITON O-RING-3.00 I.D.
 12   2 125572 BeARING ReTAINeR
 13   * 125580-001 ROTOR BeARING-DISChARGe eND
 14   1 125577-001 DISChARGe PlATe GASKeT
 15   * 124232-002 ROTOR BeARING
 16   1 129964-003 BeARING ReTAINeR RING
 17   1 142193-001 ReTAINING RING 
 18   1 142069 PIlOT RING
 19   1 143019 AIR SeAl
 20   1 142066 INPuT ShAFT
 21   * 125580-008 ROTOR BeARING-DISChARGe eND
 22   1 129610 WeAR RING SeAl
 23   1 140516 ShAFT SeAl
 24   1 129613 COMPReSSOR FluID SlINGeR
 25   1 125688 BeARING ReTAINeR
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Airend - 143462-***

Item No. Qty. Part Number DescrIPtIoN

 26   * 124232-003 rotor beAring
 27   1 124145-005 dowel pin
 28   1 142194 sprAy nozzle cAp
 29   4 125576-002 dischArge cAp shim-tempered steel
 30   2 125576-005 dischArge cAp shim-tempered steel
 31   2 125576-010 dischArge cAp shim-tempered steel
 32   2 125576-003 dischArge cAp shim-tempered steel
 33   4 125575-002 rotor shim-tempered steel
 34   2 125575-005 rotor shim-tempered steel
 35   2 125575-010 rotor shim-tempered steel
 36   5 141974-302 rotor shim-tempered steel & stAinless steel/brAss
 37   1 141974-305 rotor shim-tempered steel & stAinless steel/brAss
 38   1 22749-113 Viton o-ring-0.56 i.d.
 39   1 22749-242 Viton o-ring-4.00 i.d.
 40  12 128883-038 pipe plug-3/8-24 (o-ring)
 41   2 128883-044 pipe plug-7/16-20 (o-ring)
 42   1 128883-056 pipe plug-9/16-18 (o-ring)
 43   1 141974-310 rotor shim-tempered steel & stAinless steel/brAss
 44   1 140881-Q07 set screw-hex, 5/8-20 unc x 0.50
 45   2 125575-003 rotor shim-tempered steel
 46   1 129515 fluid filter stud
 47   1 142265 modified plug
 48   1 110705-f16 roll pin-steel, 3/16 x 1.25
 49   1 110705-d04 roll pin-steel, 1/8 x 0.38
 50   1 122054 cApAcity gAuge check VAlVe piston
 51   1 143165-J10 pAtch screw-12 pt, 0.25 unc x 0.75
 52   8 90386-J12 counterbore screw-1/4-20 unc x 1.00, grAde 8 (@ 9 ft-lbs)
 53  13 90386-l14 counterbore screw-3/8-16 unc x 1.25, 
   grAde 8 (@ 45 ft-lbs, back off to 25 ft-lbs)
 54   6 90386-k12 counterbore screw-5/16-18 unc x 1.00, grAde 8 (@ 13 ft-lbs)
 55   9 90386-l12 counterbore screw-3/8-16 unc x 1.00, grAde 8 (@ 35 ft-lbs)
 56   2 124145-006 dowel pin
 57   4 125576-015 dischArge cAp shim-tempered steel
 58  14 90386-m16 counterbore screw-7/16-20 unc x 1.75, grAde 8 (@ 60 ft-lbs)
 59   1 128883-075 pipe plug-3/4-16 (o-ring)
 60   1 22749-008 Viton o-ring-0.18 i.d.

component maintenance parts

  A   1 140406-902 Viton o-ring-0.24 i.d.
  b  12 140406-903 Viton o-ring-0.30 i.d.
  c   2 140406-904 Viton o-ring-0.35 i.d.
  d   1 140406-906 Viton o-ring-0.47 i.d.
  e   1 140406-908 Viton o-ring-0.64 i.d.

 * items not sold separately, must be ordered as a complete airend.
 @ indicates torque value in foot pounds (lubricated threads).

shaft seal kit - 140517

Item No. Qty. Part Number DescrIPtIoN

  1   1 129613 compressor  
    fluid slinger
  2   1 140516 shAft seAl
  3   1 129610 weAr ring seAl

reference instruction manual to install compressor 
shaft seal.  tool kit 140284 for 127 mm shaft seal and 
wear ring installation can be purchased from quincy 
compressor.
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Base/Coupling - 142192-001/-002

 

	item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 145082 BASe
  2   4 122680-18 FlAT WASheR-0.53
  3   1 142554 MOTOR SPACeR (50 hp)
   1 129497-004 MOTOR SPACeR (60 hp)
  4   2 129059-9 MOTOR SPACeR
  5   4 142201-02 MOTOR MOuNT
  6   2 110428W050 FlAT WASheR-0.50
  7   3 123478-N23 CAP SCReW-1/2-13 uNC X 3.50, GRADe 5 (@ 75 ft-lBS)
  8   1 123478-N17 CAP SCReW-1/2-13 uNC X 2.00, GRADe 5 (@ 55 ft-lBS)
  9   4 143803-1 WASheR
 10   1 20109 ShAFT Key
 11   2 142240 COuPlING GuARD
 12   4 141631-K10 CAP SCReW-5/16-18 uNC X 0.75, 
   GRADe 5 (@ 23 ft-lBS)
 13   4 123115-08C lOCKWASheR, 0.50
 14   2 124370-N02 lOCKNuT-1/2-13 uNC
 15   4 123478-Q16 CAP SCReW-5/8-11 uNC X 1.75, GRADe 5 (@ 110 ft-lBS)
 16   1 128387-105 DRIve COuPlING

coMponent Maintenance partS

  A   1 128387-404 DRIve COuPlING eleMeNT 
   (1 pair of halveS Sold aS a Matched Set only)
  B   1 128387-204 COuPlING huB-MOTOR SIDe (includeS Set Screw)
  C   1 128387-302 COuPlING huB-AIReND SIDe (includeS Set Screw)
  D   1 128387-502 DRIve COuPlING BOlT KIT (@ 30 ft-lBS, dry threadS)

 @ indicateS torque value in foot poundS (luBricated threadS).
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Discharge Piping - 142200-001

 

	item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 141992-5 DISChARGe MANIFOlD
  2   1 140509S200 FleXIBle COuPlING
  3   2 124450-001 PIPe ClAMP-2.00
  4   2 90386-l15 COuNTeRBORe SCReW-3/8-16 uNC X 1.50, 
   GRADe 8 (@ 45 ft-lBS, Back off to 25 ft-lBS)
  5   1 22749-226 vITON O-RING-2.00 I.D.
  6   2 124451-001 TeNSION BAR
  7   4 123478-N15 CAP SCReW-1/2-13 uNC X 1.50, GRADe 5 (@ 55 ft-lBS)
  8   4 124370-N02 lOCKNuT-1/2-13 uNC

coMponent Maintenance partS

  A   2 140509G200 COuPlING GASKeT

@ indicateS torque value in foot poundS (luBricated threadS).
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Inlet Valve - 126650

 

	Item	No.	 Qty.	 Part	Number	 DescrIPtIoN

  1   1 141608 Inlet ValVe gasket
  2   4 142578-n15 cap screw-zInc, 1/2-13 unc x 1.50, grade 5 (@ 23 ft-lbs)
  3   1 126646 Inlet ValVe housIng
  4   1 122995 Inlet ValVe plate assembly (includes bushing-p/n 23681)
  5   1 124368-n02 jam nut-1/2-13 unc
  6   1 128720-001 hex head screw-1/2-13 unc x 5.00, grade 5 (@ 55 ft-lbs)
  7   1 123092 sprIng
  8   1 123549-003 gasket-6.50 o.d. x 4.56 I.d.
  9   1 126644 Inlet ValVe cylInder (includes bushing-p/n 22880)
 10   1 126649 Inlet ValVe sprIng
 11   1 126648 Inlet ValVe shaft
 12   1 126647 flat washer-0.56
 13   1 126460-350 pIston cup
 14   1 1478-1 flat washer-0.52
 15   1 123478-n12 cap screw-1/2-13 unc x 1.00, grade 5 (@ 55 ft-lbs)
 16   1 126645 Inlet ValVe coVer plate
 17   6 123478-l15 cap screw-3/8-16 unc x 1.50, grade 5 (@ 23 ft-lbs)
 18   1 141258 Inlet ValVe gasket
 19   5 123115-08c lockwasher, 0.50
 20   6 123115-06c lockwasher, 0.38

 @ indicates torque value in foot pounds (lubricated threads).
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Air Filter - 142271-001/-002

 

	item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 147676350300   PIPE NIPPLE-3.50 NPT X 3.00, TOE
  2   2 110423-072 hOSe ClAMP
  3   1 122934-09          RUBBER ELBOW
  4   1 22864-21 AIR FIlTeR
  5   2 124370-l02 lOCKNuT-3/8-16 uNC
  6   1 142280 AIR FIlTeR BRACKeT
  7   1 120045 AIR FIlTeR MOuNTING BAND
  8   2 123478-l12 CAP SCReW-3/8-16 uNC X 1.00, GRADe 5 (@ 23 ft-lBS)
  9   1 20187 AIR FIlTeR hOOD (leSS caBinet)

coMponent Maintenance partS

  A   1 23458-4 AIR FIlTeR eleMeNT
  B   1 121291 DuST evACuATOR vAlve

 @ indicateS torque value in foot poundS (luBricated threadS).
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Electrical Control & Starting

F1

F2

MINIMUM PRESSURE
CHECK VALVE

AIREND

NOTES-UNLESS OTHERWISE SPECIFIED:
  1) ITEM 27 (CURRENT TRANSFORMER) NOT SHOWN.  USED WITH 143780-01 & -02 OVERLOADS ONLY.
  2) ITEM 28 (MECHANICAL INTERLOCK) NOT SHOWN.  USED ON WYE-DELTA ONLY.
  3) ITEM 37 (PHASE MONITOR) IS OPTIONAL.
  3) ITEM A (ENCLOSURE LATCH) IS NOT SHOWN.
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Electrical Control & Starting

Item No. Qty. Part Number DescrIPtIoN

  1   1 146102-006 EmErgEnCy Stop button
  2   1 142081 ControllEr dECal-QSF ElECtroniC Control
  3   1 142131 ElECtroniC ControllEr
  4   6 160048-F09 SEt SCrEw-# 8 unF X 0.63
  5   6 124365-F02 hEX nut-# 8 unF
  6   1 142659-03 hEadEr plug-9 pin
  7   1 142659-04 hEadEr plug-10 pin
  8   1 142659-01 hEadEr plug-2 pin
  9   1 142659-02 hEadEr plug-6 pin
 10   2 146103-002 ContaCt bloCk (normally closed)
 11   1 122880-232 tEmpEraturE SwitCh (230°F)
 12   1 143754 tEmpEraturE probE-high vibration
 13   1 142096-04 Strain rEliEF ConnECtor
 14   4 142388 SElF loCk CablE tiE
 15   1 129597-001 vaCuum SwitCh
 16   1 142334-05 tErminal bloCk aSSEmbly
 17   1 143470 ElECtriCal dECalS ShEEt
 18   1 129596-001 diFFErEntial prESSurE SwitCh (10#)
 19   1 129596-002 diFFErEntial prESSurE SwitCh (19#)
 20   2 142125-2 EXtra Strong braSS nipplE-0.25 npt X 1.25
 21   1 142133 ElECtroniC Control tranSduCEr
 22   4 129203-003 bulkhEad Coupling
 23   4 123157-117 buna-n o-ring-0.81 i.d.
 24   1 143046-008 pipE buShing-0.25 npt X 0.12 npt
 25   * (Page 12) drivE motor ContaCtor
 26   1 (Page 12) drivE motor ovErload rElay
 27**   3 143781-300 CurrEnt tranSFormEr
 28   1 144573-01 mEChaniCal intErloCk (Wye-Delta only)
   1 144573-03 mEChaniCal intErloCk (y-D, 60 hp, 200/230 volt only)
 29   1 144570-01 Fan motor ContaCtor
    1 144570-02 Fan motor ContaCtor (60 hp, 200/230 volt only)
 30   1 (Page 13) Fan motor ovErload rElay
 31   1 126263-004 Fan motor FuSEbloCk
 32   3 (Page 13) Fan motor FuSES
 33   1 (Page 13) tranSFormEr
 34   2 (Page 13) tranSFormEr FuSE (Primary)
 35   1 128622-400 tranSFormEr FuSE (secondary)
 36   1 143674 24 volt tranSFormEr
   

oPtional:
 37   1 129200-001 phaSE monitor (200-240 volt)
   1 129200-003 phaSE monitor (360-430 volt)
   1 129200-002 phaSE monitor (400-480 volt)
   1 128422-003 phaSE monitor (525-625 volt)
   1 126263-004 phaSE monitor FuSEbloCk
   3 128858-010 phaSE monitor FuSE

comPonent maintenance Parts

  a   1 141784-001 ElECtriCal EnCloSurE latCh (nema 1)
   1 141784-002 ElECtriCal EnCloSurE latCh (nema 4 & 12)

 * see tabulation on Page indicated for quantities.
 ** used only with 143780-01 drive motor contactor.

uPdated item 11 Part # to current Production. (05/04/07)

uPdated items 1 & 10 Part #’s to current Production. (07/31/08)
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electrical Control & Starting

item 25 Drive motor ContaCtor

Full	Voltage

	Voltage	 Qty.	 50	hP		 60	hP

 200 1 144570-13 144570-14
 230 1 144570-12 144570-13
 380 1 144570-10 144570-11
 415 1 144570-10 144570-11
 460 1 144570-09 144570-10
 575 1 144570-08 144570-09

Wye-Delta

	Voltage	 Qty.	 50	hP		 Qty.	 60	hP

 200 2 144570-10 3 144570-11
  1 144570-08
 230 2 144570-10 3 144570-11
  1 144570-08
 380 3 144570-08 2 144570-09
    1 144570-08
 415 2 144570-07 3 144570-08
  1 144570-05
 460 2 144570-07 3 144570-08
  1 144570-05
 575 2 144570-06 2 144570-07
  1 144570-05 1 144570-05

 
item 26 Drive motor overloaD relay

Full	Voltage

	Voltage	 Qty.	 50	hP		 60	hP

 200 1 143780-01 143780-01
 230 1 143780-01 143780-01
 380 1 143780-06 143780-07
 415 1 143780-06 143780-07
 460 1 143780-06 143780-06
 575 1 143780-05 143780-06

Wye-Delta

	Voltage	 Qty.	 50	hP		 60	hP

 200 1 143780-07 143780-07
 230 1 143780-06 143780-07
 380 1 143780-05 143780-05
 415 1 143780-05 143780-05
 460 1 143780-04 143780-05
 575 1 143780-04 143780-04
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electrical Control & Starting

item 30 Fan motor overloaD relay

	Voltage	 Qty.	 50	hP		 60	hP

  200 1 143780-13 143780-14
  230 1 143780-13 143780-13
  380 1 143780-13 143780-13
  415 1 143780-13 143780-13
  460 1 143780-13 143780-13
  575 1 143780-12 143780-13

 
item 32 Fan motor Fuses

	Voltage	 Qty.	 50	hP		 60	hP

  200 3 128857-025 128857-035
  230 3 128857-023 128857-025
  380 3 128857-020 128857-021
  415 3 128857-020 128857-021
  460 3 128857-008 128857-020
  575 3 128857-007 128857-009

item 33 transFormer

	Voltage	 Qty.
  200 1 128413-351
  230 1 128413-353
  380 1 128413-356
  415 1 128413-354
  460 1 128413-353
  575 1 128413-355

item 34 transFormer Fuses (primary)

	Voltage	 Qty.
  200 2 128857-006
  230 2 128857-005
  380 2 128857-004
  415 2 128857-004
  460 2 128857-030
  575 2 128857-011
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Control Piping - 143383-060/-061/-062/-063
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Control Piping - 143383-060/-061/-062/-063

Item No. Qty. Part Number DescrIPtIoN

  1   1 128826 blowdown valve
  2   1 129732 automatiC line filter
  3   1 146175-2 differential Pilot valve
  4   1 120496-5 solenoid valve-3-way (100/125#)
   1 120496-4 solenoid valve-3-way  (150#) 
  5  28.0 ft 124435-003 nylon tubing-0.25 o.d.
  6   1 121033-2 PiPe bushing-brass, 0.38 nPt x 0.25 nPt
  7   6 142125-1 extra strong brass niPPle-0.25 nPt x Close
  8   9 124349-005 90° male elbow-0.25 tube x 0.25 nPt
  9   4 124349-004 90° male elbow-0.25 tube x 0.125 nPt
 10   2 90084 shuttle valve-0.125 nPt
 11   2 121034-2 PiPe tee-brass, 0.25 nPt
 12   3 124349-010 90° male elbow-0.38 tube x 0.25 nPt
 13   2 111098-002 PiPe niPPle-brass, 0.125 nPt x 0.25 nPt x Close
 14   1 144545-02 strain relief ConneCtor-0.50
 15   1 8052 Conduit loCknut-0.50
 16   1 129203-003 bulkhead CouPling
 17   1 6150 PiPe Cross-brass, 0.25 nPt
 18   4.0 ft 140333 stainless steel tube-0.25 o.d.
 19   1 128885-003 male ConneCtor-0.25 tube x 7/16-20 (o-ring)
 20  10.8 ft 124435-004 nylon tubing-0.38 o.d.
 21   3 124393-005 male ConneCtor-0.25 tube x 0.25 nPt
 22   1 126354-005 female ConneCtor-0.25 tube x 0.25 nPt
 23   1 140508 sightglass (o-ring)
 24   1 125025 line filter orifiCe (0.040)
 25   1 110419-005 90° male elbow-0.25 tube x 0.25 nPt
 26   1 124349-012 90° male elbow-0.38 tube x 0.50 nPt
 27   1 142125-2 extra strong brass niPPle-0.25 nPt x 1.25
 28   1 7361-001 PiPe tee-brass, 0.12 nPt
 29   1 128967-001 45° male elbow-0.25 tube x 0.12 nPt
 30   5 121160 PiPe Plug-0.125 nPt
 31   0.25 ft 140326-04 fuel tubing
 32   2 124393-012 male ConneCtor-0.38 tube x 0.25 nPt
 33   1 126345 Pressure gauge-liquid filled (0-200#)
 34   2 7361 PiPe tee-brass, 0.25 nPt
 35   1 140106-024 adaPter-7/16-20 x 0.25 nPtf (o-ring)
 36   3 124393-004 male ConneCtor-0.25 tube x 0.125 nPt
 37   2 124393-010 male ConneCtor-0.38 tube x 0.12 nPt
 38   1 140106-003 adaPter-3/4-16 x 0.38 nPtf (o-ring)
 39   3 122636 PiPe elbow-brass, 0.25 nPt
 40   1 142947 needle angle valve
 41   1 121034-1 PiPe tee-brass, 0.125 nPt
 42   1 142125-13 extra strong brass niPPle-0.12 nPt x Close
 43   1 124348-002 male run tee-0.25 tube x 0.125 nPt
 44   1 2719 PiPe Plug-hex soCket, 0.25 nPt
 45   1  PerCent CaPaCity gauge grouP

Contains:
 45/1   1 128663 PerCent CaPaCity gauge
 45/2   1 125260-001 PiPe reduCer-brass, 0.25 nPt x 0.12 nPt
 45/3   1 142125-13 extra strong brass niPPle-0.12 nPt x Close
 45/4   1 122056 CheCk valve
 45/5   1 124349-004 90° male elbow-0.25 tube x 0.125 nPt
 45/6   5.0 ft 124435-003 nylon tubing-0.25 o.d.
 45/7   1 124349-005 90° male elbow-0.25 tube x 0.25 nPt
 45/8*   1 143011 gauge Panel
 45/9*   4 124370-k02 loCknut-5/16-18 unC
 45/10*   4 110428w025 flat washer-0.25
 45/11*   4 110511-k10 hex head sCrew-zinC, 5/16-18 unC x 0.75

Component maintenanCe parts

  a   1 129732-051 line filter kit (inCludes bowl seal, filter element, gasket)
  b   1 146175-100 differential Pilot valve kit (inCludes diaphragm assembly & seat)  
  C   2 22749-010 viton o-ring-0.25 i.d.
  d   1 140406-904 viton o-ring-0.35 i.d.
  e   1 140406-908 viton o-ring-0.64 i.d.
  f   2 123157-008 buna-n o-ring-0.18 i.d.

 * these items used only on units less Cabinet.
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Reservoir - 142236-001
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Reservoir - 142236-001

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 142563-175 AIR/FluID ReSeRvOIR
  2   1 124487-021 AIR/FluID SePARATOR
  3   1 143556-175 PReSSuRe RelIeF vAlve
  4   1 129844-162 FIlleR CAP (o-ring)
  5   1 129843-188 SIGhTGlASS (o-ring)
  6   1 121160 PIPe PluG-0.125 NPT
  7   1 142299 STRAIGhT FITTING-0.25 TuBe X 0.25 NPT
  8   3 124370-N02 lOCKNuT-1/2-13 uNC 
  9   9 110428W050 FlAT WASheR-0.50
 10   3 123478-N15 CAP SCReW-1/2-13 uNC X 1.50, GRADe 5 (@ 55 ft-lBS)
 11   1 128968-010 BARBeD hOSe FITTING-0.50 hOSe X 0.38 NPT
 12   1 140323-8 SePARATOR DRAIN TuBe
 13   1 143355-003 elBOW-0.50 TuBe X 3/4-16 (o-ring)
 14   1 129730-050 QuARTeR TuRN vAlve (o-ring)
 15   1 140106-003 ADAPTeR-3/4-16 X 0.38 NPTF (o-ring)

coMponent Maintenance partS

  A   8 123478-N16 CAP SCReW-1/2-13 uNC X 1.75, GRADe 5 (@ 55 ft-lBS)
  B   8 123115-08C lOCKWASheR, 0.50
  C   1 140406-920 vITON O-RING-1.48 I.D.
  D   1 140406-924 vITON O-RING-1.72 I.D.
  e   3 140406-908 vITON O-RING-0.64 I.D.
   

 @ indicateS torque value in foot poundS (luBricated threadS).
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Cooler - 142190-001/-002/-003/-004
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Cooler - 142190-001/-002/-003/-004

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 142239-3 COOleR ShROuD (50 hp)
   1 142239-2 COOleR ShROuD (60 hp)
  2   1 129567 SuPPORT BRACKeT
  3   1 129566 SuPPORT BRACKeT
  4   1 142560-01 SuPPORT BRACKeT
  5   1 141994-6 FAN GuARD (50 hp)
   1 141994-5 FAN GuARD (60 hp)
  6   1 141993 COMBINATION COOleR (200#) (50 hp)
   1 141993-2 COMBINATION COOleR (200#) (60 hp)
  7   5.0 ft 141528 RuBBeR SeAl
  8   1 126511-003 FAN-8 BlADe, 22.0 O.D. (50 hp, 60 hz)
   1 126511-044 FAN-12 BlADe, 22.0 O.D. (50 hp, 50 hz)
   1 126511-042 FAN-9 BlADe, 22.0 O.D. (60 hp, 60 hz)
   1 126511-043 FAN-12 BlADe, 22.0 O.D. (60 hp, 50 hz)
  9   4 141631-l10 CAP SCReW-3/8-16 uNC X 0.75, GRADe 5 (@ 23 ft-lBS) (50 hp)
   4 141631-N12 CAP SCReW-1/2-13 uNC X 1.00, GRADe 5 (@ 23 ft-lBS) (60 hp)
 10  19 110511-K10 heX heAD SCReW-zINC, 5/16-18 uNC X 0.75
 11   6 141631-K10 CAP SCReW-5/16-18 uNC X 0.75, GRADe 5 (@ 23 ft-lBS)
 12   6 112272-l02 SelF-lOCKING heX NuT-zINC, 3/8-16 uNC
 13   4 110511-K12 heX heAD SCReW-zINC, 5/16-18 uNC X 1.00
 14   4 112272-K02 SelF-lOCKING heX NuT-zINC, 5/16-18 uNC
 15   4 110428W031 FlAT WASheR-0.31
 16   4 110428W038 FlAT WASheR-0.38 (50 hp)
   4 110428W050 FlAT WASheR-0.50 (60 hp)
   

 @ indicateS torque value in foot poundS (luBricated threadS).
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Air Piping (air-cooled) - 142191-001

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 23240 MAle CONNeCTOR-1.50 TuBe X 1.50 NPT
  2   1 121918-073 FORMeD STeel TuBe-1.50 O.D.
  3   1 128691-001 MINIMuM PReSSuRe CheCK vAlve
  4   1 145999-125 MOISTuRe SePARATOR
  5   1 125939-034 PIPe NIPPle-1.50 NPT X 5.00
  6   1 110419-023 90° MAle elBOW-1.50 TuBe X 1.50 NPT
  7   2 5760 PIPe elBOW-1.25 NPT
  8   1 142939 PIPe BuShING-BRASS, 0.50 NPT X 0.75 NPT
  9   1 146395 CONDeNSATe DRAIN

coMponent Maintenance partS

  A   1 128691-051 MINIMuM PReSSuRe CheCK vAlve KIT
  B   1 145999-051 vITON O-RING
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Air Piping (water-cooled) - 142191-002

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 110419-022 90° MAle elBOW-1.25 TuBe X 1.25 NPT
  2   1 121918-013 FORMeD STeel TuBe-1.25 O.D.
  3   2 110511-K10 heX heAD SCReW-zINC, 5/16-18 uNC X 0.75
  4   1 121918-008 FORMeD STeel TuBe-1.50 O.D.
  5   1 145999-125 MOISTuRe SePARATOR
  6   1 125938-066 PIPe NIPPle-1.25 NPT X 9.00
  7   1 120290 PIPe COuPlING-1.25 NPT
  8   1 142150-1 COOleR SuPPORT BRACKeT
  9   1 142150-3 COOleR SuPPORT BRACKeT
 10   1 6306 u-BOlT, 1/4-18 uNC
 11   1 23731 u-BOlT, 1/2-13 uNC
 12   1 6064 PIPe BuShING-2.00 NPT X 1.50 NPT
 13   1 142939 PIPe BuShING-BRASS, 0.50 NPT X 0.75 NPT
 14   1 142744 COOleR SuPPORT BRACKeT
 15   2 124370-N02 lOCKNuT-1/2-13 uNC 
 16   2 23240 MAle CONNeCTOR-1.50 TuBe X 1.50 NPT
 17   1 128691-001 MINIMuM PReSSuRe CheCK vAlve
 18   1 125939-054 PIPe NIPPle-1.50 NPT X 7.50
 19   1 6639 PIPe BuShING-2.00 NPT X 1.25 NPT
 20   1 4715 PIPe elBOW-1.25 NPT
 21   1 146395 CONDeNSATe DRAIN
 22   1 23225 MAle CONNeCTOR-1.25 TuBe X 1.25 NPT

coMponent Maintenance partS

  A   1 145999-051 vITON O-RING
  B   1 128691-051 MINIMuM PReSSuRe CheCK vAlve KIT
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Fluid Piping (air-cooled) - 142198-001

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   2 121918-111 FORMeD STeel TuBe-0.75 O.D.
  2   2 140682-016 CONNeCTOR-0.75 TuBe X 1-1/16-12 (o-ring)
  3   2 140676-014 elBOW-0.75 TuBe X 1-1/16-12 (o-ring)
  4   1 141951-011 hOSe ASSeMBly-1.00 X 18.00 lONG
  5   2 129010-018 elBOW-1.00 TuBe X 1 1/16-12 (o-ring)
  6   1 128381-050 FluID FIlTeR eleMeNT
  7   4 140679-005 NuT-0.75 O.D. TuBe
  8   4 140680-005 Sleeve-0.75 TuBe
  9   1 140147-2 TheRMAl vAlve-CARTRIDGe

coMponent Maintenance partS

  A   4 140675-005 vITON O-RING/FACe SeAl-0.74 I.D.
  B   6 140406-912 vITON O-RING-0.92 I.D.
  C   1 22749-123 vITON O-RING-1.18 I.D.   
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Fluid Piping (water-cooled) - 142198-002

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 142150-4 COOleR SuPPORT BRACKeT
  2   1 142150-2 COOleR SuPPORT BRACKeT
  3   1 142151-2 FORMeD STAINleSS STeel TuBe-0.75 O.D.
  4   1 142151-1 FORMeD STAINleSS STeel TuBe-0.75 O.D.
  5   3 140676-014 elBOW-0.75 TuBe X 1-1/16-12 (o-ring)
  6   1 140681-014 CONNeCTOR-1.00 NPTF X 0.75 TuBe (o-ring)
  7   1 141951-011 hOSe ASSeMBly-1.00 X 18.00 lONG
  8   4 140679-005 NuT-0.75 O.D. TuBe
  9   4 140680-005 Sleeve-0.75 TuBe
 10   1 125938-026 PIPe NIPPle-1.25 NPT X 4.00
 11   1 124420-037 PIPe Tee-1.25 NPT X 0.50 NPT X 1.00 NPT
 12   1 128381-050 FluID FIlTeR eleMeNT
 13   1 140649 TheRMAl vAlve PluG
 14   4 141631-K10 CAP SCReW-5/16-18 uNC X 0.75, GRADe 5 (@ 23 ft-lBS)
 15   4 112272-K02 SelF-lOCKING heX NuT-zINC, 5/16-18 uNC
 16   2 129010-018 elBOW-1.00 TuBe X 1 1/16-12 (o-ring)
 17   4 110511-K10 heX heAD SCReW-zINC, 5/16-18 uNC X 0.75
 18   1 22749-123 vITON O-RING-1.18 I.D.

coMponent Maintenance partS

  A   4 140675-005 vITON O-RING/FACe SeAl-0.74 I.D.
  B   5 140406-912 vITON O-RING-0.92 I.D.

@ indicateS torque value in foot poundS (luBricated threadS).
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Water Piping (fresh water) - 142220-001

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   2 23358 MAle CONNeCTOR-1.00 TuBe X 1.00 NPT
  2   1 142549-001 FORMeD STeel TuBe-1.00 O.D.
  3   4 21730 PIPe elBOW-GAlvANIzeD, 1.00 NPT
  4   1 126020-030 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 4.50
  5   1 23219-1 WATeR TeMPeRATuRe ReGulATOR vAlve
  6   2 126020-018 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 3.00
  7   1 126020-022 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 3.50
  8   2 21740 PIPe COuPlING-GAlvANIzeD, 1.00 NPT
  9   2 120317 u-BOlT, 5/16-18 uNC
 10   1 22431 SOleNOID vAlve-2-WAy
 11   1 22709-18 heAT eXChANGeR-AFTeRCOOleR
 12   1 22708-27 heAT eXChANGeR-FluID COOleR

coMponent Maintenance partS

  A   2 22708-725 COOleR BONNeT-IN/OuT eND
  B   2 22708-727 COOleR GASKeT-IN/OuT eND 
  C   2 22708-726 COOleR BONNeT-ReTuRN eND
  D   2 22708-728 COOleR GASKeT-ReTuRN eND
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Water Piping (sea water) - 142220-002

 

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   2 126020-034 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 5.00
  2   2 126020-026 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 4.00
  3   3 21730 PIPe elBOW-GAlvANIzeD, 1.00 NPT
  4   1 126020-062 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 8.50
  5   1 23219-1 WATeR TeMPeRATuRe ReGulATOR vAlve
  6   2 126020-018 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 3.00
  7   1 126020-022 PIPe NIPPle-GAlvANIzeD, 1.00 NPT X 3.50
  8   2 21740 PIPe COuPlING-GAlvANIzeD, 1.00 NPT
  9   2 120317 u-BOlT, 5/16-18 uNC
 10   1 124061-009 heAT eXChANGeR-AFTeRCOOleR (Sea water)
 11   1 124060-014 heAT eXChANGeR-FluID COOleR (Sea water)
 12   3 21731 PIPe elBOW-GAlvANIzeD, 1.00 NPT
 13   1 127289-019 PIPe uNION-1.00 NPT

coMponent Maintenance partS

  A   1 124061-225 COOleR BONNeT-IN/OuT eND
  B   2 22708-727 COOleR GASKeT-IN/OuT eND
  C   1 124061-226 COOleR BONNeT-ReTuRN eND
  D   2 22708-728 COOleR GASKeT-ReTuRN eND
  e   1 124060-225 COOleR BONNeT-IN/OuT eND
  F   1 124060-226 COOleR BONNeT-ReTuRN eND
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Cabinet (50 hp, air-cooled) - 143457-002
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Cabinet (50 hp, air-cooled) - 143457-002

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 142067-10 DOOR PANel
  2   1 142067-11 eND PANel
  3   1 142067-12 CeNTeR DIvIDeR PANel
  4   1 142067-13 INleT PANel
  5   1 142067-14 SIDe PANel
  6   2 142067-25 CORNeR POST PANel
  7   1 142067-26 SIDe PANel
  8   1 142067-18 TOP PANel
  9   1 142067-19 eXhAuST PANel
 10   2 142067-21 FRONT DOOR POST PANel
 11   2 142067-22 DOOR PANel
 12   4 142067-23 DOOR PANel
 13   2 142067-24 CORNeR POST PANel
 14   2 142067-16 COOleR BAFFle
 15   1 142067-28 GAuGe PANel
 16   8.3 ft 141527-1 PANel TRIM
 17   8 141526-1 CABINeT hINGe
 18  24 141588-J09 PAN heAD SCReW-1/4-20 uNC X 0.63
 19  64 141575-J07 PAN heAD SCReW-1/4-20 uNC X 0.50
 20   1.0 ft 20579 vIBRATION DAMPeNeR
 21  59.5 ft 141528 RuBBeR SeAl
 22  12 128954-2 QuARTeR TuRN DOOR lATCh
 23   4 141526-2 CABINeT hINGe
 24  16 110511-K10 heX heAD SCReW-zINC, 5/16-18 uNC X 0.75
 25   4 141991-1 BASe COveR PANel
 26  16 110511-J07 heX heAD SCReW-zINC, 1/4-20 uNC X 0.50

 @ indicateS torque value in foot poundS (luBricated threadS).
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Cabinet (60 hp, air-cooled) - 143458-002
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Cabinet (60 hp, air-cooled) - 143458-002

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 142067-10 DOOR PANel
  2   1 142067-11 eND PANel
  3   1 142067-12 CeNTeR DIvIDeR PANel
  4   1 142067-13 INleT PANel
  5   1 142067-14 SIDe PANel
  6   2 142067-25 CORNeR POST PANel
  7   1 142067-26 SIDe PANel
  8   1 142067-18 TOP PANel
  9   1 142067-19 eXhAuST PANel
 10   2 142067-21 FRONT DOOR POST PANel
 11   2 142067-22 DOOR PANel
 12   4 142067-23 DOOR PANel
 13   2 142067-24 CORNeR POST PANel
 14   1 142067-15 COOleR BAFFle
 15   1 142067-16 COOleR BAFFle
 16   1 142067-28 GAuGe PANel
 17   8.3 ft 141527-1 PANel TRIM
 18   8 141526-1 CABINeT hINGe
 19  24 141588-J09 PAN heAD SCReW-1/4-20 uNC X 0.63
 20  64 141575-J07 PAN heAD SCReW-1/4-20 uNC X 0.50
 21   1.0 ft 20579 vIBRATION DAMPeNeR
 22  59.5 ft 141528 RuBBeR SeAl
 23  12 128954-2 QuARTeR TuRN DOOR lATCh
 24   4 141526-2 CABINeT hINGe
 25  16 110511-K10 heX heAD SCReW-zINC, 5/16-18 uNC X 0.75
 26   4 141991-1 BASe COveR PANel
 27  16 110511-J07 heX heAD SCReW-zINC, 1/4-20 uNC X 0.50

 @ indicateS torque value in foot poundS (luBricated threadS).
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Cabinet (water-cooled) - 143436-098
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Cabinet (water-cooled) - 143436-098

item	No.	 Qty.	 Part	Number	 DescriPtioN

  1   1 142067-10 DOOR PANel
  2   1 142067-11 eND PANel
  3   1 142067-12 CeNTeR DIvIDeR PANel
  4   1 142067-13 INleT PANel
  5   1 142067-14 SIDe PANel
  6   2 142067-25 CORNeR POST PANel
  7   1 142067-26 SIDe PANel
  8   1 142067-18 TOP PANel
  9   1 142067-19 eXhAuST PANel
 10   2 142067-21 FRONT DOOR POST PANel
 11   2 142067-22 DOOR PANel
 12   4 142067-23 DOOR PANel
 13   2 142067-24 CORNeR POST PANel
 14   1 142067-28 GAuGe PANel
 15   1 142067-27 FAN PANel
 16   8.3 ft 141527-1 PANel TRIM
 17   8 141526-1 CABINeT hINGe
 18  48 142578-J07 CAP SCReW-zINC, 1/4-20 uNC X 0.50, 
   GRADe 5 (@ 6 ft-lBS)
 19  52 141575-J07 PAN heAD SCReW-1/4-20 uNC X 0.50
 20   0.6 ft 20579 vIBRATION DAMPeNeR
 21  58.8 ft 141528 RuBBeR SeAl
 22  12 128954-2 QuARTeR TuRN DOOR lATCh
 23   4 141526-2 CABINeT hINGe
 24  16 110511-K10 heX heAD SCReW-zINC, 5/16-18 uNC X 0.75
 25   4 141991-1 BASe COveR PANel
 26   1 143061 FAN GuARD
 27   4 141631-K10 CAP SCReW-5/16-18 uNC X 0.75, 
   GRADe 5 (@ 23 ft-lBS)
 28   1 141223 FAN GuARD
 29   1 126511-034 FAN-8 BlADe, 16.0 O.D.
 30  26 110511-J07 heX heAD SCReW-zINC, 1/4-20 uNC X 0.50
 31   4 123115-05C lOCKWASheR, 0.31
 32   8 110428W031 FlAT WASheR-0.31
 33   4 112272-K02 SelF-lOCKING heX NuT-zINC, 5/16-18 uNC

 @ indicateS torque value in foot poundS (luBricated threadS).
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Decals - 142261A001/A004

AIR-COOleD uNIT
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Decals - 142261A001/A004

WAter-cooleD Unit

 

	Item	No.	 Qty.	 Part	Number	 DescrIPtIoN

  1   1 146001 sAfety DecAl sheet
  2   1 128198 genUine QUincy components lAbel
  3   1 110690-001 plAstic envelope
  4   1 146012-050 DecAl-Qsf-50
   1 146012-060 DecAl-Qsf-60
  5   1 142325 flUiD level DecAl
  6   1 22177 tAg-flUiD type shippeD With Unit
  7   1 146021-2 DecAl-Q/QUincy, White (15 inch)
  8   1 146002-4 DecAl-QUincy logo, White (17.5 inch)
  9   1 113058 control pAnel DecAl-Ul listeD
 10   1 143861 DecAl-this mAchine protecteD With QUinsyn pg™
   1 140519-3 DecAl-this mAchine protecteD With QUinsyn Xp®
   1 144048 DecAl-this mAchine protecteD With QUinsyn plUs
   1 128426 DecAl-this mAchine protecteD With QUinsyn-f®
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Control Schematic
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electrical Control Diagram

WP2001A
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Standard Terms and Conditions

Quincy Compressor and Ortman Fluid Power Divisions

leGAl eFFeCT: except as expressly otherwise agreed to in writing by an authorized 
representative of  Seller, the following terms and conditions shall apply to and form a part of 
this order and any additional and/or different terms of Buyer’s purchase order or other form of 
acceptance are rejected in advance and shall not become a part of this order.

The rights of Buyer hereunder shall be neither assignable nor transferable except with the 
written consent of Seller.  

This order may not be canceled or altered except with the written consent of Seller and upon 
terms which will indemnify Seller against all loss occasioned thereby.  All additional costs 
incurred by Seller due to changes in design or specifications, modification of this order or 
revision of product must be paid for by Buyer.

In addition to the rights and remedies conferred upon Seller by this order, Seller shall have all 
rights and remedies conferred at law and in equity and shall not be required to proceed with the 
performance of this order if Buyer is in default in the performance of such order or of any other 
contract or order with seller. 

TeRMS OF PAyMeNT: unless otherwise specified in the order acknowledgment, the terms 
of payment shall be net cash within thirty (30) days after shipment.  These terms shall apply 
to partial as well as complete shipments.  If any proceeding be initiated by or against Buyer 
under any bankruptcy or insolvency law, or in the judgment of Seller the financial condition of 
Buyer, at the time the equipment is ready for shipment, does not justify the terms of payment 
specified, Seller reserves the right to require full payment in cash prior to making shipment.  If 
such payment is not received within fifteen (15) days after notification of readiness for shipment, 
Seller may cancel the order as to any unshipped item and require payment of its reasonable 
cancellation charges.

If Buyer delays shipment, payments based on date of shipment shall become due as of the date 
when ready for shipment.  If Buyer delays completion of manufacture, Seller may elect to require 
payment according to percentage of completion.  equipment held for Buyer shall be at Buyer’s 
risk and storage charges may be applied at the discretion of Seller.   

Accounts past due shall bare interest at the highest rate lawful to contract for but if there is 
no limit set by law, such interest shall be eighteen percent (18%).  Buyer shall pay all cost and 
expenses, including reasonable attorney’s fees, incurred in collecting the same, and no claim, 
except claims within Seller’s warranty of material or workmanship, as stated below, will be 
recognized unless delivered in writing to Seller within thirty (30) days after date of shipment.

TAXeS: All prices exclude present and future sales, use, occupation, license, excise, and other 
taxes in respect of manufacture, sales or delivery, all of which shall be paid by Buyer unless 
included in the purchase price at the proper rate or a proper exemption certificate is furnished.

ACCePTANCe: All offers to purchase, quotations and contracts of sales are subject to final 
acceptance by an authorized representative at Seller’s plant.

DelIveRy: except as otherwise specified in this quotation, delivery will be F. O. B. point of 
shipment.  In the absence of exact shipping instruction, Seller will use its discretion regarding 
best means of insured shipment.  No liability will be accepted by Seller for so doing.  All 
transportation charges are at Buyer’s expense.  Time of delivery is an estimate only and is based 
upon the receipt of all information and necessary approvals.  The shipping schedule shall not be 
construed to limit seller in making commitments for materials or in fabricating articles under this 
order in accordance with Seller’s normal and reasonable production schedules.

Seller shall in no event be liable for delays caused by fires, acts of God, strikes, labor difficulties, 
acts of governmental or military authorities, delays in transportation or procuring materials, or 
causes of any kind beyond Seller’s control.  No provision for liquidated damages for any cause 
shall apply under this order.  Buyer shall accept delivery within thirty (30) days after receipt 
of notification of readiness for shipment.  Claims for shortages will be deemed to have been 
waived if not made in writing within ten (10) days after the receipt of the material in respect of 
which any such shortage is claimed.  Seller is not responsible for loss or damage in transit after 
having received “In Good Order” receipt from the carrier.  All claims for loss or damage in 
transit should be made to the carrier.
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Standard Terms and Conditions

Quincy Compressor and Ortman Fluid Power Divisions

TITle & lIeN RIGhTS: The equipment shall remain personal property, regardless of how affixed 
to any realty or structure.  until the price (including any notes given therefore) of the equipment 
has been fully paid in cash, Seller shall, in the event of Buyer’s default, have the right to 
repossess such equipment.
PATeNT INFRINGMeNT: If properly notified and given an opportunity to do so with friendly 
assistance, Seller will defend Buyer and the ultimate user of the equipment from any actual 
or alleged infringement of any published united States patent by the equipment or any 
part thereof furnished pursuant hereto (other than parts of special design, construction, or 
manufacture specified by and originating with Buyer), and will pay all damages and costs 
awarded by competent court in any suit thus defended or of which it may have had notice and 
opportunity to defend as aforesaid.

STANDARD WARRANTy: Seller warrants that products of its own manufacture will be free from 
defects in workmanship and materials under normal use and service for the period specified in 
the product instruction manual.  Warranty for service parts will be ninety (90) days from date of 
factory shipment.  electric Motors, gasoline and diesel engines, electrical apparatus and all other 
accessories, components and parts not manufactured by Seller are warranted only to the extent 
of the original manufacturer’s warranty.

Notice of the alleged defect must be given to the Seller, in writing with all identifying details 
including serial number, type of equipment and date of purchase within thirty (30) days of the 
discovery of the same during the warranty period. 

Seller’s sole obligation on this warranty shall be, at its option, to repair or replace or refund the 
purchase price of any product or part thereof which proves to be defective.   If requested by 
Seller, such product or part thereof must be promptly returned to seller, freight prepaid, for 
inspection.

Seller warrants repaired or replaced parts of its own manufacture against defects in materials 
and workmanship under normal use and service for ninety (90) days or for the remainder of the 
warranty on the product being repaired.

This warranty shall not apply and Seller shall not be responsible or liable for:

(a) Consequential, collateral or special losses or damages;

(b) equipment conditions caused by fair wear and tear, abnormal conditions of use, accident, 
neglect or misuse of equipment, improper storage or damage resulting during shipping;

(c) Deviation from operating instructions, specifications or other special terms of sale;

(d) labor charges, loss or damage resulting from improper operation, maintenance or repairs 
made by person(s) other than Seller or Seller’s authorized service station.

In no event shall Seller be liable for any claims whether arising from breach of contract or 
warranty or claims of negligence or negligent manufacture in excess of the purchase price.

ThIS WARRANTy IS The SOle WARRANTy OF SelleRS AND ANy OTheR WARRANTIeS, 
WheTheR eXPReSS OR IMPlIeD IN lAW OR IMPlIeD IN FACT, INCluDING ANy 
WARRANTIeS OF MeRChANTABIlITy AND FITNeSS FOR PARTICulAR uSe ARe heReBy 
SPeCIFICAlly eXCluDeD.

lIABIlITy lIMITATIONS: under no circumstances shall the Seller have any liability for liquidated 
damages or for collateral, consequential or special damages or for loss of profits, or for actual 
losses or for loss of production or progress of construction, whether resulting from delays in 
delivery or performance, breach of warranty, negligent manufacture or otherwise.

eNvIROMeNTAl AND OShA ReQuIReMeNTS: At the time of shipment of the equipment from 
the factory, Quincy Compressor / Ortman Fluid Power will comply with the various Federal, 
State and local laws and regulations concerning occupational health and safety and pollution.  
however, in the installation and operation of the equipment and other matters over which the 
seller has no control, the Seller assumes no responsibility for compliance with those laws and 
regulations, whether by the way of indemnity, warranty or otherwise.
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